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IF10
Universal incremental 
encoder signal splitter, 
converter & cross switch.
DIN rail mounting.  

2 inputs 
HTL or TTL / RS422

2 outputs 
HTL or TTL / RS422

Adjustable inputs and outputs 
signal levels (can be mixed)
Contactless switch-over
Up to 1 MHz input frequency

IF20

Signal level converter for 
incremental encoder.
DIN rail mounting.

HTL or TTL / RS422 HTL or TTL / RS422

Output voltage according to 
remote voltage
Input/Output galvanically 
separated
AB quadrature to UP/DOWN 
conversion

IF30

Sine/Cosine signal 
interpolator.
DIN rail mounting.

1Vpp HTL (AB0) or RS422 
(AB0 /AB0)

Adjustable interpolation rate up 
to x50 
Adjustable pulse divider 
Filtering functions

IF50

Incremental signal to Analogue 
converter and to RS232/RS485.
DIN rail mounting.

HTL or TTL / RS422
± 10 V

0- 20 mA
4 - 20 mA

RS232
RS485

Signal linearization
Scaling factor
Teach-in function

IF51

Absolute SSI to Analogue 
converter and to RS232/RS485.
DIN rail mounting.

SSI (up to 25 bit)
± 10 V  

0- 20 mA  
4 - 20 mA

RS232
RS485

Bit blanking function
Signal linearization
Scaling factor

IF52

Absolute SSI to Bit parallel 
converter and to RS232.
DIN rail mounting.

SSI (up to 25 bit) Push-Pull RS232
Signal linearization
Scaling factor

IF55

Robust gateway for linear and 
rotary encoders. 
From SSI to EtherCAT, Profibus, 
CANopen.

SSI (up to 25 bit)
EtherCAT
Profibus
CANopen

Scaling factor 
Velocity output

IFS10

Safety monitor for speed, 
standstill and counting 
direction.

1Vpp, RS422 
HTL

Secure relay
4 - 20 mA

RS232
USB

Integrated splitter function 
4 redundant outputs
Upper & lower speed limits
Pre alarm function

IF60 - IF61 
IF62 - IF63 Fibre-optic signal converters 

for incremental and absolute 
encoders.
IF60/IF62 transmitter.
IF61/IF63 receiver.

HTL or TTL / RS422
SSI Optical signal

Safe signal transmission up to 
1500 m
Suitable for explosive areas and 
environments with extremly high 
electromagnetic fields
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Lika Electronic is present
in the following countries:

Argentina
Australia
Austria
Belarus
Belgium

Brasil
Canada
China

Czech Republic
Denmark

Dubai
Estonia
Finland
France

Germany
Greece

Hong-Kong
India

Indonesia
Iran

Israel
Italy

Japan
Latvia

Lithuania
Malaysia
Mexico

Netherlands
New Zealand

Norway
Poland

Portugal
Russia

Singapore
Slovakia

South Africa
South Korea

Spain
Sweden

Switzerland
Taiwan

Thailand
Turkey

United Kingdom
Ukraina
Uruguay

U.S.A.
Vietnam

www.lika.biz > contacts > distributors worldwide
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Local distributor

Lika Electronic Srl
Via S. Lorenzo, 25

36010 Carré (VI) • Italy
Tel. +39 0445 806600
Fax +39 0445 806699 

eMail info@lika.it
www.lika.biz 

Follow us:

Lika South East Asia Co. Ltd
Hitec Ind. Estate • Bang Pa-in Ayutthaya 13160

Thailand
Tel. +66 (0) 3535 0737
Fax +66 (0) 3535 0789

info@lika.co.th • www.lika.co.th

Asia branch


